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	Date
	Mode
	Location
	Distance to Shore
	Sediment Level ml
	Residual Chlorine ppm
	Remarks
	Signature

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	



In waters not covered by the regulation the chlorine tablets and testing are not necessary. Entries are to be made for any stoppages of the plant and/or changing from Automatic to manual and vice versa. Raw sewage which is not comminuted or disinfected may not be discharged overboard unless the vessel is proceeding en-route at not less than 4 knots at a distance of more than 12 nm from the nearest land. When the vessel is in port it is important to ensure that the residual chlorine level is maintained between 4-6 ppm and the value should be logged along with records of the Sediment level. Operational discharges of sewage retained in the retention/holding tank must be recorded on separate Form 3.2.7j - Sewage Holding Tank Discharge Log Sheet. 
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