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	Vessel
	 
	Date
	

	Work Location 
	 

	Description of work
	 



	S/N
	ITEM
	YES
	NO
	N/A

	1
	Risk assessment /Tool box meeting completed  
	☐	☐	☐
	2
	Pre diving safety conference held. All personnel involved briefed on safety precautions and nature of work including simultaneous operations if any prior commencement.  Emergency Response Plan discussed (e.g. rescue from water, tidal streams/currents, injury, hypothermia)
	☐	☐	☐
	3
	Other permits if involved issued
	☐	☐	☐
	4
	Weather/sea/marine conditions monitored and suitable for the work period
	☐	☐	☐
	5
	OOW/Duty engineer/crew informed when work is to begin and expected to be completed
	☐	☐	☐
	6
	Method of communication and emergency signals set/agreed with diving supervisor and OOW and tested
	☐	☐	☐
	7
	Deck Officer in way of diving location has adequate personnel to handle diving boat, mooring lines etc . Sufficient crew stand-by
	☐	☐	☐
	8
	Safety observer appointed on site with walkie talkie
	☐	☐	☐
	9
	Adequate illumination provided
	☐	☐	☐
	10
	Safe access/egress provided . Ladder/gangway kept in readiness for picking up persons in water in case of an emergency
	☐	☐	☐
	11
	Written permission obtained from port authority
	☐	☐	☐
	12
	Cautionary notices posted “Divers at Work” on bridge, engine room, ships office and any other appropriate location against any operation, which can cause damage/injury.
	☐	☐	☐
	13
	Work area clear of cargo operations
	☐	☐	☐
	14
	Other vessels  or bunker barges not alongside during under water operations
	☐	☐	☐
	15
	No other operations such as ballast movement etc during under water operations
	☐	☐	☐
	16
	Lifebuoy with line available
	☐	☐	☐
	17
	Rescue boat in readiness
	☐	☐	☐
	18
	Flag “A” / RAM light displayed
	☐	☐	☐
	19
	Trim / draft / list / UKC adjusted to desired  level prior operations
	☐	☐	☐
	20
	Anchor secured to avoid accidental dropping
	☐	☐	☐
	21
	Vessels in vicinity informed and approaching vessels requested to reduce speed.Proper watch maintained by OOW in vicinity of operations and for approaching vessels
	☐	☐	☐
	22
	Speed log /echo sounder put off
	☐	☐	☐
	23
	Siting of equipment associated with diving support safe and complies with all relevant jetty regulations and not allowed to impede safe access to or from the ship or jetty
	☐	☐	☐
	24
	Bilge pumps lined up for emergency use
	☐	☐	☐
	25
	Inboard blank flanges prepared and ready for installation. Senior Engineer to be at the repair site to verify the inboard blank flange is secure
	☐	☐	☐
	26
	Method of sea chest/piping blanking agreed
	☐	☐	☐
	27
	ME / Propeller / thrusters / Steering gear isolated to ensure no accidental turning can occur during the duration of underwater operations
	☐	☐	☐
	28
	G/E cooling discharge kept minimum
	☐	☐	☐
	29
	ICCP switched off and secured
	☐	☐	☐
	30
	Applicable overboard discharges , sea intakes and pumps shut . Lines not in use secured  and warning notice posted
	☐	☐	☐
	31
	Engine room notified not to start up or stop any machinery which  would change the status of the overboard discharges and intakes
	☐	☐	☐
	32
	Diver properly instructed/informed about intakes and overboard discharges in use and shown location of same on drawings
	☐	☐	☐
	33
	Diver’s additional safety request/or instructions agreed
	☐	☐	☐
	34
	All valves on the systems that required to be closed are locked & tagged.
	☐	☐	☐
	35
	OOW informed to stop the operations if there are any unexpected concerns or dangers during the operations
	☐	☐	☐
	Lock Out Tag Out (LOTO) for isolation						

	1.

	2.

	3.

	Additional precautions							

	1.

	2.

	3.

	Emergency response plan,  enter Emergency Response Plans discussed under item 2.

	1.

	2.

	3.


	Officer in charge on site

	 
	I understand the work to be carried out, safety measures necessary. The above mentioned points have been checked and the conditions at the site, or of the equipment to be worked on, are safe for the work to be undertaken and I am satisfied that it is safe to commence work

	
	Name
	 
	Rank
	 
	Signature
	 

	Diving company supervisor

	 
	I understand the work to be carried out. I have been briefed on safety measures and I am satisfied to commence work. 
	 

	
	Name
	 
 
	Signature
	 

	Officer authorising work

	Master / Chief Engineer 
	Name:                                              Signature:

	Date: 
	Time authorised:

	Period of Validity (Period of validity to commence only after permit has been authorised) . Max Validity of 8 hours or Permit remains valid only as long as the permit conditions are met

	VALIDITY FROM
	DATE:
	TIME:

	VALIDITY TO:
	DATE:
	TIME:

	Completion of job (To be completed by the responsible person)

	The work has been completed and all persons under my supervision, materials ,equipment and notices have been withdrawn. All items re-secured and lock /tag out removed. The work area and equipment has been left in a safe condition. All persons involved advised and permit has ended.                                                                                       ☐

	Reason for closing the permit

	Work Completed
	 ☐
	Permit expired (in excess of 8 hrs)




	 ☐
	Change of Circumstance 

Specify in detail: 
	 ☐
	Work Suspended
	 ☐
	 

	 Permit Closure

	Permit Closed by
	Name 
	 
	Signature
	 
	Date
	 
	Time
	 

	
	
	
	
	
	
	dd/mm/yyyy
	
	hh/mm


Note: This permit is rendered invalid if any of the conditions noted in the checklist change
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